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Physical
Dimensions (WxHxD) 580 x 116 x 140 mm

Packiging dimensions (WxHxD) 610 x 195 x 195 mm

Packing dimensions 2 pcs (WxHxD) 630 x 410 x 410 mm

Nett weight 4,8 kg

Gross weight 5,25 kg

Gross weight (4 pcs) 21 kg

Mounting options
Hanging Adjustable  bracket with fixing knobs

Fixture array Interlocking slots & receivers  
Arrayable with Luxibel B 25

2nd suspension / safety wire 1x eye on the back of the fixture to pass a safety wire or carabiner

Control
Menu control via TFT display with 4x touch buttons In/Link XLR 5/3 pin

Control DMX512, master/slave DMX mode 1/4/7/25 channels

Dimming curves 4

5x 10W RGB Amber Matrix LED

The B 5 is the first line matrix with removable frost filters. Amber LED 
chips give this unit a unique glow effect that cannot be reached with 
‘RGB only’ units. It can be used flown, stacked, horizontally and ver-
tically   
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Connectivity
1 TFT display & menu touch control buttons

2 DMX input

3 DMX output

4 Power input

5 Power output

6 Locking hole for array

7 Power switch

Accessories
Included

1x Powercable

1x Frost filter

1x Locking key

1x Hanging bracket

Environmental
IP Rating IP20

Cooling Forced air cooling

Optical
Beam angle Fixed angle wash Frost system Black and milk (removable)

Colours RGB + Amber Strobe 0-20 Hz

Pixel control Each cell individually

Electrical
Fixture rated power 50W Input power 100 - 240V ~ 50/60Hz - Auto switching power supply

LED engine 5x 10W RGBA In/Link PowerCON TRUE1 - max link current 10A
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